
 

 

 

 

The ProDigital USB60 plays audio from the thumb drive. 

The USB60 system will stop playing if you remove the 

MOH Drive from the player. Inserting the MOH Drive 

will restart the message within 15 seconds.  

 

 

 

MOUNTING THE UNIT 

 

Wall Mounting 

Mount the PD-USB60 mounting bracket to a clean, dry surface using the screws supplied with your player. 

Shelf Mounting 

Apply the non-marring feet to the bottom of the player. 
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MODE   Now Playing 
Generic         Vol  056 

STARTUP GUIDE 

1. Connect audio cable.  

Plug one end of the supplied audio cable into the 600 

ohm audio output on the digital player.  

2. Connect the opposite end to the music on hold jack 

located on your phone system. If you do not have a 

music on hold connection, one can be provided by your 

telephone installer. If your phone system requires a 

different jack type, an adapter has been provided with 

your USB-60. 

3. Plug in the USB-60. Connect the AC wall transformer to the power jack on the digital player and 

plug the transformer into the wall outlet. 

4. Insert MOH Flash Drive into the front of the PD-USB60. 

5. Press the power button. The audio will start playing in about 5 to 10 seconds. The audio may be 

previewed by turning the speaker on. Always turn speaker off for normal use. 

6. Adjust Volume. Use the UP or DOWN button on the front of the PD-USB60 to adjust the volume to 

the desired level.  The screen will show the Vol value increasing and/or decreasing. 

 

 

 

LOAD A NEW MESSAGE 

1. Remove the USB FLASH DRIVE from the PD-USB60 player.  

2. Insert the USB FLASH DRIVE into the USB port of any computer that contains the new message or 

messages to be transferred. A USB extension cable is included. If needed, simply plug it into the USB 

port of your computer and Velcro the end to any convenient place. 

3. 5ƻǳōƭŜ ŎƭƛŎƪ ƻƴ aȅ /ƻƳǇǳǘŜǊΣ ŘƻǳōƭŜ ŎƭƛŎƪ ƻƴ ǘƘŜ ahI 5wL±9 ǘƻ ŘƛǎǇƭŀȅ ƛǘǎ ŎƻƴǘŜƴǘǎΦ LŦ άahI 

Driveέ ƛǎ ƴƻǘ ƛƴ ǘƘŜ ƭƛǎǘΣ ǊŜƳƻǾŜ όwait 5 seconds) and re-insert the drive. 

4. Delete any unwanted messages on the MOH DRIVE. 

5. Drag and drop or copy and paste any new message file to the MOH DRIVE. 

6. Take the USB FLASH DRIVE back to the PD-USB60 and insert the drive into the player. The new 

message will start playing in about 5 to 10 seconds. 


